
  

STAINLESS STEEL FURNITURE  

FOR PROFESSIONAL KITCHENS  





 
With table length more than 2000 mm, table is 

equipped with additional  pair of legs.  
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  Depth D, mm 

600 650 700 

Length L, 

mm  

Model  Model   Model  

500 G-05/6  G-05/65  G-05/7  

600 G-06/6  G-06/65  G-06/7  

700 G-07/6  G-07/65  G-07/7  

800 G-08/6  G-08/65  G-08/7  

900 G-09/6  G-09/65  G-09/7  

1000 G-10/6  G-10/65  G-10/7  

1100 G-11/6  G-11/65  G-11/7  

1200 G-12/6  G-12/65  G-12/7  

1300 G-13/6  G-13/65  G-13/7  

1400 G-14/6  G-14/65  G-14/7  

1500 G-15/6  G-15/65  G-15/7  

1600 G-16/6  G-16/65  G-16/7  

1700 G-17/6  G-17/65  G-17/7  

1800 G-18/6  G-18/65  G-18/7  

1900 G-19/6  G-19/65  G-19/7  

2000 G-20/6  G-20/65  G-20/7  

2100 G-21/6  G-21/65  G-21/7  

2200 G-22/6  G-22/65  G-22/7  

2300 G-23/6  G-23/65  G-23/7  

2400 G-24/6  G-24/65  G-24/7  

Table  

Standard height 850 mm, can be modified upon  

the request of customer.  
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Table set 

Composite construction Legs and reinforcement are made from the 

square tube with cross section 30x30 mm. 

Reinforcement height of the table from floor 

200 mm. 

Height adjustable leg – 58 mm. 

Standard version  

Castor 

Ø100 mm 

Code: W 
 

Length 

 L, mm 

Width  

D, mm 

Height 

H, mm 
Code  

400 400 200 S2 

400 400 250 S3 

400 400 300 S4 

500 400 250 S5 

500 400 300 S6 

500 500 250 S7 

500 500 300 S8 

600 450 300 S9 

600 500 300 S10 

Sink 

Upstand height, mm Code  
50 B5 

100 B10 

Upstand 

  
 

Mixer taps  

for sink  

Code: C 
 

Shower for sink  

Code: D 
 

Shower mixer 

for sink  

Code: CD 
 

Optional extras 

Grid on the sink  

Code: L 
 

 

Two upstands  

Code: B2 
Three upstands  

Code: B3 
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Table set 

Bottom valve for the 

sink  

Code: VE 
 

Sieve filter for the sink  

Code: SI 
 

One drawer  

Code: DW1 

Two horizontal drawers  

Code: DX2 

Code: SF 

Wire shelf 

Code: SG 

Shelf with a maximum 

 load of 60kg  

Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight - 120kg 
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  Depth D, mm 

600 650 700 

Length L, 

mm  

Model  Model  Model  

1000 GV-10/6   GV-10/65   GV-10/7   

1100 GV-11/6   GV-11/65   GV-11/7   

1200 GV-12/6   GV-12/65   GV-12/7   

1300 GV-13/6   GV-13/65   GV-13/7   

1400 GV-14/6   GV-14/65   GV-14/7   

1500 GV-15/6   GV-15/65   GV-15/7   

1600 GV-16/6   GV-16/65   GV-16/7   

1700 GV-17/6   GV-17/65   GV-17/7   

1800 GV-18/6   GV-18/65   GV-18/7   

1900 GV-19/6   GV-19/65   GV-19/7   

2000 GV-20/6   GV-20/65   GV-20/7   

2100 GV-21/6   GV-21/65   GV-21/7   

2200 GV-22/6   GV-22/65   GV-22/7   

2300 GV-23/6   GV-23/65   GV-23/7   

2400 GV-24/6   GV-24/65   GV-24/7   

Table with vertical drawers 

 
With table length more than 2000 mm, table is 

equipped with additional  pair of legs.  

Standard height 850 mm, can be modified upon  

the request of customer.  
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Table set with vertical drawers 

 

Composite construction Legs and reinforcement are made from the 

square tube with cross section 30x30 mm. 

Reinforcement height of the table from floor 

200 mm. 

Height adjustable leg – 58 mm. 

Standard version  

Castor 

Ø100 mm 

Code: W 
 

Two upstands  

Code: B2 

Three upstands  

Code: B3 
 
 

Length 

 L, mm 

Width  

D, mm 

Height 

H, mm 
Code  

400 400 200 S2 

400 400 250 S3 

400 400 300 S4 

500 400 250 S5 

500 400 300 S6 

500 500 250 S7 

500 500 300 S8 

600 450 300 S9 

600 500 300 S10 

Sink 

Upstand height, mm Code  
50 B5 

100 B10 

Upstand 

  
 

Mixer taps  

for sink  

Code: C 
 

Shower for sink  

Code: D 
 

Shower mixer 

for sink  

Code: CD 
 

Optional extras 

Grid on the sink  

Code: L 
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Table set with vertical drawers 

 

Bottom valve for the 

sink  

Code: VE 
 

Sieve filter for the sink  

Code: SI 
 

Code: SF 

Wire shelf 

Code: SG 

Shelf with a maximum 

 load of 60kg  

Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight - 120kg 
 

Three vertical drawers  

Code: DW3 

Four vertical drawers  

Code: DW4 

Two vertical drawers 

Code: DW2 
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Table with place  

for dishwashing machine 

 Standard height 850 mm, can be  modified upon 

 the request of customer.  

 

   Depth D, mm 

600 650 700 

 Length L, 

mm 

  Model  Model Model 

1200 GD-12/6  GD-12/65  GD-12/7  

1300 GD-13/6  GD-13/65  GD-13/7  

1400 GD-14/6  GD-14/65  GD-14/7  

1500 GD-15/6  GD-15/65  GD-15/7  

1600 GD-16/6  GD-16/65  GD-16/7  

1700 GD-17/6  GD-17/65  GD-17/7  

1800 GD-18/6  GD-18/65  GD-18/7  

1900 GD-19/6  GD-19/65  GD-19/7  

2000 GD-20/6  GD-20/65  GD-20/7  

2100 GD-21/6  GD-21/65  GD-21/7  

2200 GD-22/6  GD-22/65  GD-22/7  

2300 GD-23/6  GD-23/65  GD-23/7  

2400 GD-24/6  GD-24/65  GD-24/7  



10 

Composite construction  Legs and reinforcement are made from the 

square tube with cross section 30x30 mm. 

Reinforcement height of the table from floor 

200 mm. 

Standard version  

Sink Upstand height, mm Code  
50 B5 

100 B10 

Upstand 

  
 

Table set with place  

for dishwashing machine 

Bottom valve for the 

sink  

Code: VE 
 

Sieve filter for the sink  

Code: SI 
 

Mixer taps for 

sink  

Code: C 
 

Shower for sink  

Code: D 
 

Shower mixer 

for sink  

Code: CD 
 

Optional extras 

Height adjustable leg – 58 mm. 

Length 

 L, mm 

Width  

D, mm 

Height 

H, mm 
Code  

400 400 200 S2 

400 400 250 S3 

400 400 300 S4 

500 400 250 S5 

500 400 300 S6 

500 500 250 S7 

500 500 300 S8 

600 450 300 S9 

600 500 300 S10 

Two upstands  

Code: B2 
Three upstands  

Code: B3 
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Code: SF 

Wire shelf  

Code: SG 

Shelf with a maximum load  

of 60kg  

 Code: SH 

Modular shelf 

Code:SM 

Code: HR 

Code: H 

Opening for waste products   

 Ø196mm with rubber gasket  

 

Opening for waste products  

 Ø196mm 

 

Reinforced shelf.  
Maximum weight - 120kg 
 
 

Table set with place  

for dishwashing machine 

Grid on the sink  

Code: L 
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Loading/unloading table for 

dishwashing machine 

Standard height 850 mm, can be modified upon the 

request of customer.  

 

   Depth D, mm 

700 800 

  Length L,  Model  Model 

mm  

1000 GW-10/7   GW-10/8   

1100 GW-11/7   GW-11/8   

1200 GW-12/7   GW-12/8   

1300 GW-13/7   GW-13/8   

1400 GW-14/7   GW-14/8   

1500 GW-15/7   GW-15/8   

1600 GW-16/7   GW-16/8   

1700 GW-17/7   GW-17/8   

1800 GW-18/7   GW-18/8   

1900 GW-19/7   GW-19/8   

2000 GW-20/7   GW-20/8   
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Composite construction  Legs and reinforcement are made from the 

square tube with cross section 30x30mm.  

Reinforcement height of the table from floor 

200mm. 

Standard version  

Optional extras 

Upstand height, mm Code  
50 B5 

100 B10 

Upstand 

  
 

Loading/unloading table set 

for dishwashing machine 
 

Code: SF 

Reinforced shelf.  
Maximum weight - 120 kg 
 

Wire shelf  

Code: SG 

Modular shelf  

Code:SM 

Height adjustable leg – 58mm. 

Slideways for dishwashing 

machine cassettes  

 Code:G3 

Shelf with a maximum load  

of 60kg  

Code: SH 
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Framed table  

for dishwashing machine  

Standard height 850 mm,can be modified  

upon the request of customer.  

   Depth D, mm 

700 800 

  Length L, 

mm   

Model    Model 

Two pairs of legs 

600 GWF2-60/7 GWF2-60/8 

700 GWF2-70/7  GWF2-70/8 

800 GWF2-80/7 GWF2-80/8 

900 GWF2-90/7  GWF2-90/8  

1000 GWF2-100/7  GWF2-100/8 

1100 GWF2-110/7  GWF2-110/8  

1200 GWF2-120/7 GWF2-120/8  

Four pairs of legs  

1300 GWF4-130/7  GWF4-130/8 

1400 GWF4-140/7  GWF4-140/8  

1500 GWF4-150/7  GWF4-150/8  

1600 GWF4-160/7  GWF4-160/8  

1700 GWF4-170/7  GWF4-170/8 

1800 GWF4-180/7  GWF4-180/8  

1900 GWF4-190/7  GWF4-190/8  

2000 GWF4-200/7  GWF4-200/8  

2100 GWF4-210/7 GWF4-210/8 

2200 GWF4-220/7  GWF4-220/8 

2300 GWF4-230/7  GWF4-230/8  

2400 GWF4-240/7  GWF4-240/8  

2500 GWF4-250/7  GWF4-250/8  
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Framed table set 

for dishwashing machine  

Reinforcement with  

strengthening ribs  
Legs and reinforcement are made from 

the square tube with cross section 30x30 

mm. Reinforcement height of the table 

from floor 200 mm. 

 

Standard version  

Optional extras 

Grid on the sink  

Code: L 
 

 

Upstand height, mm Code 
50 B5 

100 B10 

Upstand 

  
 

Fixation is compatible with all 

standard dishwashing machines  

Mixer taps for 

sink  

Code: C 
 

Shower for sink  

Code: D 
 Sink 

Shower mixer 

for sink  

Code: CD 
 

Height adjustable leg – 58 mm. 

Length 

L, мм 

Width  

D, mm 

Height   

H, mm 
Code 

400 400 200 S2 

400 400 250 S3 

400 400 300 S4 

500 400 250 S5 

500 400 300 S6 

500 500 250 S7 

500 500 300 S8 

600 450 300 S9 

600 500 300 S10 
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Code: SF 

Wire shelf 

Code: SG 

Shelf with a maximum load 

of 60kg  

Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight - 120kg 

Code:G3 

Framed table set 

for dishwashing machine 

Slideways for dishwashing 

machine cassettes  

Bottom valve for the 

sink  

Code: VE 
 

Sieve filter for the sink  

Code: SI 
 



   Depth D 600 mm  

  Length L, 

mm   

Long rollers   Long and short  

rollers 

Short rollers  

 

 

 

 

 

  

800 GWRL-80/6   GWRLS-80/6   GWRS-80/6   

900 GWRL-90/6   GWRL-S90/6   GWRS-90/6   

1000 GWRL-100/6    GWRLS-100/6    GWRS-100/6    

1100 GWRL-110/6   GWRLS-110/6   GWRS-110/6   

1200 GWRL-120/6   GWRLS-120/6   GWRS-120/6   

1300 GWRL-130/6   GWRLS-130/6   GWRS-130/6   

1400 GWRL-140/6   GWRLS-140/6   GWRS-140/6   

1500 GWRL-150/6    GWRLS-150/6    GWRS-150/6    

1600 GWRL-160/6    GWRLS-160/6    GWRS-160/6    

1700 GWRL-170/6    GWRLS-170/6    GWRS-170/6    

1800 GWRL-180/6   GWRLS-180/6   GWRS-180/6   

1900 GWRL-190/6   GWRLS-190/6   GWRS-190/6   

2000 GWRL-200/6   GWRLS-200/6   GWRS-200/6   

2100 GWRL-210/6   GWRLS-21/06   GWRS-210/6   

2200 GWRL-220/6   GWRLS-220/6   GWRS-220/6   

2300 GWRL-230/6   GWRLS-230/6   GWRS-230/6   

2400 GWRL-240/6   GWRLS-240/6   GWRS-240/6   

2500 GWRL-250/6   GWRLS-250/6   GWRS-250/6   

2600 GWRL-260/6   GWRLS-260/6   GWRS-260/6   

2700 GWRL-270/6  GWRLS-270/6  GWRS-270/6  

17 

Framed table with rollers  

for dishwashing machine   

Standard height 850 mm, can be modified upon the request of customer.  

L D 



18 

Framed table set with rollers  

for dishwashing machine 

Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200mm. 

Standard version 

Optional extras 

Fixation is compatible 

with all standard 

dishwashing machines  

Firm plastics rollers  

Emergency limited switch  

Code: SF 

Wire shelf  

Code: SG 

Shelf with a maximum load 

 of  60kg  

Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight- 120kg 
 

Height adjustable leg – 58 mm. Reinforcement with  

strengthening ribs  

Code: ON 
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Framed table with basin  

for dishwashing machine 

Standard height 850 mm, can be modified  

upon the request of customer.  

L 
D 

   Depth D, mm 

650 700 

 Length L, 

mm 

Model Model 

1000 GWV100/65  GWV100/7  
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Framed table set with basin  

for dishwashing machine 

к посудомоечной машине с ванной 
Standard version  

Optional extras 

Upstand height, mm Code 
50 B5 

100 B10 

Upstand 

  
 

Code: SF 

Wire shelf  

Code: SG 

Shelf with a maximum load 

 of 60 kg  
Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight - 120kg 
 

Basin  

Slideways for dishwashing 

machine cassettes  

 Code:G3 

Length  

L, mm 

Width D, 

mm 

Height  

H, mm 

800 500 400 

Fixation is compatible 

with all standard 

dishwashing machines  

Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200mm. 

Height adjustable leg – 58mm. Reinforcement with  

strengthening ribs  
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Sorting table  

for dirty dishes  

  Depth D, mm 

1000 

Length L, 

mm 

Model Height H   

1700 CLR  2355 
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Sorting table set 

for dirty dishes  

 

Standard version  

Optional extras 

Code: HR 

Code: H 

Opening for waste products   

 Ø196mm with rubber gasket  

 

Opening for waste products  

 Ø196mm 

Composite construction Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200 mm. 

 

Height adjustable leg – 58mm. 
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Standard height 850 mm, can be modified upon the 

request of customer.  

Framed table with basin  

   Depth D, mm 

600 650 700 

 Length L, mm Model Model Model 

1000 GWV2- 

100/6  

GWV2- 

100/65 

GWV2- 

100/7 
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Framed table set with basin  

Standard version  

Optional extras 

Upstand height, mm Code 
50 B5 

100 B10 

Upstand 

  
 

Code: SF 

Wire shelf  

Code: SG 

Shelf with a maximum 

 load of 60kg  

Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight- 120kg 
 

Basin  Length 

 L, mm 

Width 

D, mm 

Height  

H, mm 

800 500 400 

Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200mm. 

Height adjustable leg – 58mm. Reinforcement with  

strengthening ribs  

Perimeter-wise 

deepening  

 Code: DT 
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Framed table with double basin  

   Depth D, mm 

600 650 700 

 Length, L 

mm 

Model Model Model 

2000 GWV3 -

200/6 

GWV3-

200/65 

GWV3- 

200/7 

Standard height 850 mm, can be modified 

 upon the request of customer.  
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Framed table set  

with double basin 

Standard version  

Optional extras 

Upstand height, mm Code 
50 B5 

100 B10 

Upstand 

  
 

Code: SF 

Wire shelf  

Code: SG 

Shelf with a maximum 

 load of 60kg  

Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight- 120kg 
 

Basin  Length 

 L, mm 

Width 

D, mm 

Height  

H, mm 

800 500 400 

Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200mm. 

Height adjustable leg – 58mm. Reinforcement with  

strengthening ribs  

Perimeter-wise 

deepening  

 Code: DT 
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Framed table  

with electric lifting device 

Standard height 850 mm, can be modified upon the request of customer. 

L D 

20
0 

   Depth D, mm 

600 650 700 

 Length L Model Model Model 

4 legs, 2  lifting  devices  

800 GHE 80/6 GHE 80/65 G HE 80/7 

900 GHE 90/6 GHE 90/65 GHE 90/7 

1000 GHE 100/6 GHE 100/65 GHE 100/7 

1100 GHE 110/6 GHE 110/65 GHE 110/7 

1200 GHE 120/6 GHE 120/65 GHE 120/7 

1300 GHE 130/6 GHE 130/65 GHE 130/7 

1400 GHE 140/6 GHE 140/65 GHE 140/7 

1500 GHE 150/6 GHE 150/65 GHE 150/7 

1600 GHE 160/6 GHE 160/65 GHE 160/7 

1700 GHE 170/6 GHE 170/65 GHE 170/7 

1800 GHE 180/6 GHE 180/65 GHE 180/7 

1900 GHE 190/6 GHE 190/65 GHE 190/7 

2000 GHE 200/6 GHE 200/65 GHE 200/7 

   Depth D, mm 

600 650 700 

 Length L Model Model Model 

6 legs, 3 lifting devices  

2100 GHE 210/6 GHE 210/65 GHE 210/7 

2200 GHE 220/6 GHE 220/65 GHE 220/7 

2300 GHE 230/6 GHE 230/65 GHE 230/7 

2400 GHE 240/6 GHE 240/65 GHE 240/7 

2500 GHE 250/6 GHE 250/65 GHE 250/7 

2600 GHE 260/6 GHE 260/65 GHE 260/7 

2700 GHE 270/6 GHE 270/65 GHE 270/7 

2800 GHE 280/6 GHE 280/65 GHE 280/7 
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Standard version  

Adjustable height (800-

1000 mm) 
Control board 

Optional extras 

Framed table set  

with electric lifting device 

Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200mm. 

Height adjustable leg – 58mm. 

Castor 

Ø100 mm 

Code: W 
 

Upstand height, mm Code 
50 B5 

100 B10 

Upstand 

  
 

Length 

 L, mm 

Width  

D, mm 

Height  

H, mm 
Code 

400 400 200 S2 

400 400 250 S3 

400 400 300 S4 

500 400 250 S5 

500 400 300 S6 

500 500 250 S7 

500 500 300 S8 

600 450 300 S9 

600 500 300 S10 

Sink 

Mixer taps for 

sink  

Code: C 
 

Reinforcement with  

strengthening ribs  

Two upstands  

Code: B2 
Three upstands  

Code: B3 
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Framed table set  

with electric lifting device 

Shower for sink  

Code: D 
 

Shower mixer 

for sink  

Code: CD 
 

Code: SF 

Shelf with a maximum load 

of 60kg  

Code: SH 

Reinforced shelf.  
Maximum weight - 120kg 
 

Wire shelf  

Code: SG 

Modular shelf  

Code:SM 

Bottom valve for the 

sink  

Code: VE 
 

Sieve filter for the sink  

Code: SI 
 

Grid on the sink  

Code: L 
 

 

Table fixation to the wall  

Code: FW 
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Standard height 850 mm, can be modified upon the request of customer.  

Framed table  

with mechanical lifting device 

D 

L 

20
0 

   Depth D, mm 

600 650 700 

 Length L 

mm 

Model Model Model 

400 GHM 40/6 GHM 40/65 GHM 40/7 

500 GHM 50/6 GHM 50/65 GHM 50/7 

600 GHM 60/6 GHM 60/65 GHM 60/7 

700 GHM 70/6 GHM 70/65 GHM 70/7 

800 GHM 80/6 GHM 80/65 GHM 80/7 

900 GHM 90/6 GHM 90/65 GHM 90/7 

1000 GHM 100/6 GHM 100/65 GHM 100/7 

1100 GHM 110/6 GHM 110/65 GHM 110/7 

1200 GHM 120/6 GHM 120/65 GHM 120/7 

1300 GHM 130/6 GHM 130/65 GHM 130/7 

1400 GHM 140/6 GHM 140/65 GHM 140/7 

1500 GHM 150/6 GHM 150/65 GHM 150/7 

1600 GHM 160/6 GHM 160/65 GHM 160/7 

1700 GHM 170/6 GHM 170/65 GHM 170/7 

1800 GHM 180/6 GHM 180/65 GHM 180/7 

1900 GHM 190/6 GHM 190/65 GHM 190/7 

2000 GHM 200/6 GHM 200/65 GHM 200/7 
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Standard version  

Adjustable height (800-

1000 mm) 

Optional extras 

Framed table set  

with mechanical lifting device  

Legs and reinforcement are made from 

the square tube with cross section 30x30 

mm. Reinforcement height of the table 

from floor 200 mm. 

Height adjustable leg – 58 mm. 

Castor 

Ø100 mm 

Code: W 
 

Upstand height, mm Code 
50 B5 

100 B10 

Upstand 

  
 

Length 

 L, mm 

Width  

D, mm 

Height  

H, mm 
Code 

400 400 200 S2 

400 400 250 S3 

400 400 300 S4 

500 400 250 S5 

500 400 300 S6 

500 500 250 S7 

500 500 300 S8 

600 450 300 S9 

600 500 300 S10 

Sink 

Mixer taps for 

sink  

Code: C 
 

Lifting/lowering 

mechanism 

Reinforcement with  

strengthening ribs  

Two upstands  

Code: B2 
Three upstands  

Code: B3 
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Framed table set  

with mechanical lifting device  

Shower for sink  

Code: D 
 

Shower mixer 

for sink  

Code: CD 
 

Code: SF 

Shelf with a maximum load 

 of 60kg  

Code: SH 

Reinforced shelf.  
Maximum weight- 120kg 
 

Wire shelf  

Code: SG 

Modular shelf  

Code:SM 

Bottom valve  

for the sink  

Code: VE 
 

Sieve filter for the sink  

Code: SI 
 

Grid on the sink  

Code: L 
 

 

Table fixation to the wall  

 Code: FW 
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Industrial framed table  

D 
L 

20
0 
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Industrial framed table  

 

Standard height 850 mm, can be modified upon the request of customer.  

   Depth D 

600 650 700 

 Length L Model Model Model 

Two pairs of legs  

400 GF 40/6  GF 40/65 GF 40/7 

500 GF 50/6   GF 50/65  GF 50/   

600 GF 60/6 GF 60/65 GF 60/7 

700 GF 70/6  GF 70/65 GF 70/7  

800 GF 80/6  GF 80/65 GF 80/7  

900 GF 90/6  GF 90/65  GF 90/7  

1000 GF 100/6  GF 100/65  GF 100/7  

1100 GF 110/6  GF 110/65  GF 110/7  

1200 GF 120/6  GF 120/65 GF 120/7  

1300 GF 130/6 GF 130/65 GF 130/7 

1400 GF 140/60  GF 140/65  GF 140/7  

1500 GF 150/6  GF 150/65 GF 150/7  

1600 GF 160/6  GF 160/65 GF 160/7  

1700 GF 170/6  GF 170/65 GF 170/7  

1800 GF 180/6  GF 180/65 GF 180/7  

1900 GF 190/6  GF 190/65 GF 190/7  

Three pairs of legs  

2000 GF 200/6  GF 200/65  GF 200/7  

2100 GF 210/6 GF 210/65 GF 210/7 

2200 GF 220/6  GF 220/65 GF 220/7  

2300 GF 230/6  GF 230/65 GF 230/7  

2400 GF 240/6  GF 240/65 GF 240/7  

2500 GF 250/6  GF 250/65 GF 250/7  

2600 GF 260/6  GF 260/65 GF 260/7  

2700 GF 270/6  GF 270/65 GF 270/7  

2800 GF 280/6  GF 280/65 GF 280/7  

2900 GF 290/6  GF 290/65 GF 290/7  

Construction is reinforced with   

strengthening ribs  

 

Standard version  

Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200mm. 

Height adjustable leg – 58mm. 
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Optional extras 

Castor  

Ø100 mm 

Code: W 
 

Upstand height, mm  Code 
50 B5 

100 B10 

Upstand 

  
 

Industrial framed table set  

One drawer  

Code: DW1 

Code: SF 

Wire shelf  

Code: SG 

Modular shelf 

Code:SM 

Reinforced shelf.  
Maximum weight- 120kg 

Two horizontal drawers 

Code: BX2 

Shelf with a maximum 

 load of 60 kg  

Code: SH 

Two upstands  

Code: B2 
Three upstands  

Code: B3 
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Framed preparation table  

20
0 

D L 

Standard height 850 mm, can be modified  

upon the request of customer.  

   Depth D 

600 700 

 Length L Model Model 

800 GHC80/6 GHC80/7 

900 GHC90/6 GHC90/7 

1000 
GHC100/6 GHC100/7 

1100 
GHC110/6 GHC110/7 

1200 
GHC120/6 GHC120/7 

1300 
GHC130/6 GHC130/7 

1400 
GHC140/6 GHC140/7 

1500 GHC150/6 GHC150/7 

1600 GHC160/6 GHC160/7 

1700 GHC170/6 GHC170/7 

1800 GHC180/6 GHC180/7 

1900 GHC190/6 GHC190/7 

2000 GHC200/6 GHC200/7 
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Legs and reinforcement are made from the 

square tube with cross section 30x30 mm. 

Reinforcement height of the table from floor 

200 mm. 

Standard version  

Optional extras 

Framed preparation table set 

Table with reinforced welded 

construction  

  

Designed for plastic boards 

with a thickness of 25 mm 

Plastic board with a  

thickness of 25 mm 

Code: C2 
 

Upstand height, mm Code 
50 B5 

100 B10 

Upstand  

  
 

Code: SF 

Wire shelf  

Code: SG 

Shelf with a maximum 

 load of 60 kg  

Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight- 120kg 
 

Height adjustable leg – 58 mm. 
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Framed double-sided 

 preparation table  

20
0 

D 
L 

Standard height 850 mm, can be modified upon the request of customer.  

   Depth D, mm 

800 1200 1600 2000 

 Length L, 

mm 

Model Model Model Model 

1200 
GFCD-120/8   GFCD-120/12   

    

1300 
GFCD-130/8   GFCD-130/12   

    

1400 GFCD-140/8   GFCD-140/12   
    

1500 
GFCD-150/8   GFCD-150/12   

    

1600 
GFCD-160/8   GFCD-160/12   

    

1700 
GFCD-170/8   GFCD-170/12   

    

1800 
GFCD-180/8   GFCD-180/12   

    

1900 GFCD-190/8   GFCD-190/12   
    

2000 GFCD-200/8   GFCD-200/12   
    

1800     GFCD-180/16   GFCD-180/20   

1900     GFCD-190/16   GFCD-190/20   

2000     GFCD-200/16   GFCD-200/20   
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Framed double-sided  

preparation table set 

Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200mm. 

Standard version  

Optional extras  

Table with reinforced welded 

construction  

  

 

Code: SF 

Wire shelf  

Code: SG 

Shelf with a maximum 

 load of 60kg  

Code: SH 

Modular shelf  

Code:SM 

Reinforced shelf.  
Maximum weight- 120kg 

Height adjustable leg – 58mm. 

Plastic board with a  

thickness of 25 mm 

Code: C2 
 

Designed for plastic boards 

with a thickness of  25mm 
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Standard height 850 mm, can be modified upon the request 

of customer.  

Table with hinged doors  

  Depth D mm 

  

600 650 700 

   Length  L 

mm   

Model Model Model 

  1 door      

500 GD1/ 05/6   GD1/65   GD1/7   

600 GD1/06/6   GD1/06/65   GD1/06/7   

700 GD1/07/6   GD1/07/65   GD1/07/7   

800 GD1/08/6   GD1/08/65   GD1/08/7   

  2 doors      

900 GD1/09/6   GD1/09/65   GD1/09/7   

1000 GD1/10/6   GD1/10/65   GD1/10/7   

1100 GD1/11/6   GD1/11/65   GD1/11/7   

1200 GD1/12/6   GD1/12/65   GD1/12/7   

1300 GD1/13/6   GD1/13/65   GD1/13/7   

1400 GD1/14/6   GD1/14/65   GD1/14/7   

  3 doors      

1500 GD1/15/6   GD1/15/65   GD1/15/7   
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Table set with hinged doors  

 

Composite construction  Legs and reinforcement are made from the 

square tube with cross section 30x30mm. 

Reinforcement height of the table from floor 

200mm. 

Height adjustable leg – 58mm. 

Standard version  

Castor  

Ø100 mm 

Code: W 
 

Length  

 L, mm 

Width  

D, mm 

Height  

H, mm 
Code 

400 400 200 S2 

400 400 250 S3 

400 400 300 S4 

500 400 250 S5 

500 400 300 S6 

500 500 250 S7 

500 500 300 S8 

600 450 300 S9 

600 500 300 S10 

Sink  

Upstand height, mm Code 
50 B5 

100 B10 

Upstand  

  
 

Mixer taps for 

sink  

Code: C 
 

Shower for sink  

Code: D 
 

Shower mixer 

for sink 

Code: CD 
 

Optional extras  

Two upstands  

Code: B2 
Three upstands  

Code: B3 

 
 

Grid on the sink  

Code: L 
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Table set  

with hinged doors  

Bottom valve for the 

sink  

Code: VE 
 

Sieve filter for the sink  

Code: SI 
 

Code: SF 

Shelf with a maximum load 

 of 60 kg  

Code: SH 

Reinforced shelf.  
Maximum weight- 120 kg 
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Table with sliding doors  

Standard height 850 mm, can be modified upon the 

request of customer.  

  Depth D, mm 

600 650 700 

   Length L, 

mm  

Model Model Model 

  2 doors    

1000 GD2-10/6  GD2-10/65  GD2-10/7  

1100 GD2-11/6  GD2-11/65  GD2-11/7  

1200 GD2-12/6  GD2-12/65  GD2-12/7  

1300 GD2-13/6  GD2-13/65  GD2-13/7  

1400 GD2-14/6  GD2-14/65  GD2-14/7  

1500 GD2-15/6  GD2-15/65  GD2-15/7  
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Table set with sliding doors  

 

Composite construction  Legs and reinforcement are made from 

the square tube with cross section 30x30 

mm. Reinforcement height of the table 

from floor 200 mm. 

Height adjustable leg – 58 mm. 

Standard version  

Castor 

Ø100 mm 

Code: W 
 

Length 

 L, mm 

Width  

D, mm 

Height  

H, mm 
Code 

400 400 200 S2 

400 400 250 S3 

400 400 300 S4 

500 400 250 S5 

500 400 300 S6 

500 500 250 S7 

500 500 300 S8 

600 450 300 S9 

600 500 300 S10 

Sink  

Upstand height, mm Code 
50 B5 

100 B10 

Upstand 

  
 

Mixer taps for 

sink  

Code: C 
 

Shower for sink  

Code: D 
 

Shower mixer 

for sink 

Code: CD 
 

Optional extras  

Two upstands  

Code: B2 
Three upstands  

Code: B3 

 
 

Grid on the sink  

Code: L 
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Bottom valve for the 

sink  

Code: VE 
 

Sieve filter for the sink  

Code: SI 
 

Code: SF 

Shelf with a maximum load 

 of 60kg  

Code: SH 

Reinforced shelf.  
Maximum weight- 120 kg 
 

Table set with sliding doors  
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Chopping block for meat cutting  

Standard height 850 mm, can be modified 

 upon the request of customer.  

   Depth D, mm 

500 600 

Length L, 

mm 

Model Model 

500 GM-50    

600   GM-60  

700   GM-70  

800   GM-80  

900   GM-90  

Standard version  

Standard thickness of plastics – 50 mm 

 

Legs and reinforcement are made from the 

square tube with cross section 30x30 mm. 

Reinforcement height of the table from floor 

200 mm. 

Height adjustable leg – 58 mm. 
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Confectionery table  

with wooden tabletop  

Standard height 850 mm, can be modified 

 upon the request of customer.  

    Depth D, mm 

800 

  Length L, 

mm 

   Model 

1000 KG-10/8   

1100 KG-11/8   

1200 KG-12/8   

1300 KG-13/8   

1400 KG-14/8   

1500 KG-15/8   

1600 KG-16/8   

1700 KG-17/8   

1800 KG-18/8   

1900 KG-19/8   

2000 KG-20/8   
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Confectionery table set  

with wooden tabletop  

Standard version  

Optional extras  

Castor 

Ø100 mm 

Code: W 
 

One drawer  

Code: DW1 

Two horizontal drawers  

Code: BX2 

Legs and reinforcement are made from the 

square tube with cross section 30x30 mm. 

Reinforcement height of the table from floor 

200 mm. 

Height adjustable leg – 58 mm. 

Wooden tabletop with a 

thickness of 30 mm 

 

Two upstands  

Code: B2 
Three upstands  

Code: B3 

 
 

Modular shelf  

Code:SM 

Plastic boards  

with a thickness of 20 mm  

Code : PT 
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Code: SF 

Wire shelf  

Code: SG 

Shelf with a maximum load of 60kg  

Code: SH 

Reinforced shelf.  
Maximum weight- 120kg 
 

Confectionery table set  

with wooden tabletop  
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Table for fish dressing  

   Depth D, mm 

800 

  Length L, mm Model 

1200 GZ-12/7 

1800 GZ-18/7  

Standard height 850 mm, can be modified 

upon the request of customer.  



51 

Optional extras  

Castor  

Ø100 mm 

Code: W 
 

Upstand height, mm Code 
50 B5 

100 B10 

Upstand  

  
 

Code: SF 

Wire shelf  

Code: SG 

Modular shelf 

Code:SM 

Reinforced shelf.  
Maximum weight- 120 kg 
 
 

Shelf with a maximum load  

of 60kg  

Code: SH 

Table set for fish dressing  

 

Composite construction  Legs and reinforcement are made from the 

square tube with cross section 30x30 mm. 

Reinforcement height of the table from floor 

200 mm. 

Height adjustable leg – 58 mm. 

Standard version  

Designed for plastic boards 

with a thickness of 25 mmm  

Plastics board with a 

thickness of 25 mm 

Code: C2 
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Shelf on the table  

Standard height 450 mm, can be modified 

upon the request of customer.  

 

Legs and reinforcement 

are made from the 

square tube with cross 

section 25x25 mm.  

Heating lamp 

Code: HL 

Standard version  

Optional extras  

   Depth D, mm  

400 

  Length L, mm Model 

500 VP-05/400   

600 VP-06/400   

700 VP-07/400   

800 VP-08/400   

900 VP-09/400   

1000 VP-10/400   

1100 VP-11/400   

1200 VP-12/400   

1300 VP-13/400   

1400 VP-14/400   

1500 VP-15/400   

1600 VP-16/400   

1700 VP-17/400   

1800 VP-18/400   

1900 VP-19/400   

2000 VP-20/400   

2100 VP-21/400   

2200 VP-22/400   

2300 VP-23/400   

2400 VP-24/400   
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Heating lamp  

Standard height - 45 mm. 

   Depth D, mm  

112 

Length L, 

mm 

Model Additional information 

600 HL600 350W 

700 HL700 700W 

830 HL830 700W 

1100 HL1100 1050W 

1430 HL1430 1400W 

1730 HL1730 1750W 

1830 HL1830 1750W 



54 

Wall-mounted shelf  

Standard height 210 mm, can be modified 

upon the request of customer.  

 

With the depth of 400 mm shelf is 

reinforced with   

strengthening rib  

 

Standard version  

    Depth D, mm 

300 400 

  Length L, 

mm 

   Model  Model 

  

600 LV-07/3   LV-07/4   

700 LV-07/3   LV-07/4   

800 LV-08/3   LV-08/4   

900 LV-09/3   LV-09/4   

1000 LV-10/3   LV-10/4   

1100 LV-11/3   LV-11/4   

1200 LV-12/3   LV-12/4   

1300 LV-13/3   LV-13/4   

1400 LV-14/3   LV-14/4   

1500 LV-15/3   LV-15/4   



55 

Adjustable wall-mounted shelf  

Lever system of fixation  

Shelves are equipped 

with upstand  
Ease of assembly  

Shelf height is easy to change  

Standard version  

   Depth D, mm  

300 400 

   Length L, mm    Model Model 

   

Quantity of shelves in set – 2 pcs  

600 SPL2-06/3   SPL2-06/4   

700 SPL2-07/3   SPL2-07/4   

800 SPL2-08/3   SPL2-08/4   

900 SPL2-09/3   SPL2-09/4   

1000 SPL2-10/3   SPL2-10/4   

1100 SPL2-11/3   SPL2-11/4   

Quantity of shelves in set – 3 pcs  

1200 SPL3-12/3   SPL3-12/4   

1300 SPL3-13/3   SPL3-13/4   

1400 SPL3-14/3   SPL3-14/4   

1500 SPL3-15/3   SPL3-15/4   
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D 

 Depth D, mm 

 Length L, mm  300 400 

Quantity of shelves in set – 2 pcs  

600 LSL3-60/3 LSL3-60/4 

700 LSL3-70/3 LSL3-70/4 

800 LSL3-80/3 LSL3-80/4 

900 LSL3-90/3 LSL3-90/4 

1000 LSL3-100/3 LSL3-100/4 

1100 LSL3-110/3 LSL3-110/4 

1200 LSL3-120/3 LSL3-120/4 

Quantity of shelves in set – 3 pcs  

1300 LSL3-130/3 LSL3-130/4 

1400 LSL3-140/3 LSL3-140/4 

1500 LSL3-150/3 LSL3-150/4 

1600 LSL3-160/3 LSL3-160/4 

1700 LSL3-170/3 LSL3-170/4 

1800 LSL3-180/3 LSL3-180/4 

1900 LSL3-190/3 LSL3-190/4 

2000 LSL3-200/3 LSL3-200/4 
Shelves are equipped 

with upstand  

Ease of assembly  

Standard version  

Shelf height is easy to change  

Maximum weight – 40kg 

Double bracket 

Adjustable wall-mounted shelf   

with reinforced brackets  
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Wall-mounted shelf  

for dishes drying  

Lever system of fixation  

Shelves are equipped 

with upstand  

Ease of assembly  

Shelf height is easy to change  

Standard version  

  Depth D, mm 

500 600 

Length L, 

mm 

Model Model 

600 DSPL-06/3   DSPL-06/4   

700 DSPL-07/3   DSPL-07/4   

800 DSPL-08/3   DSPL-08/4   

900 DSPL-09/3   DSPL-09/4   

1000 DSPL-10/3   DSPL-10/4   

1100 DSPL-11/3   DSPL-11/4   

1200 DSPL-12/3   DSPL-12/4   

1300 DSPL-13/3   DSPL-13/4   

1400 DSPL-14/3   DSPL-14/4   

1500 DSPL-15/3   DSPL-15/4   

Shelf is equipped with    

drain tray  
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Wall-mounted cabinet  

with hinged doors  

Standard height 600 mm, can be modified 

upon the request of customer.  

 

Height-adjustable shelf  

Additional shelf  

Code: SH 

Built-in metal handle  

  

Standard version  

  Depth D, mm 

300 400 

  Length L, 

mm  

Model Model 

1 door    

500 SKD1-05/6   SKD1-05/6   

600 SKD1-06/6   SKD1-06/6   

700 SKD1-07/6   SKD1-07/6   

 2 doors   

800 SKD1-08/6   SKD1-08/6   

900 SKD1-09/6   SKD1-09/6   

1000 SKD1-10/6   SKD1-10/6   

1100 SKD1-11/6   SKD1-11/6   

1200 SKD1-12/6   SKD1-12/6   

1300 SKD1-13/6   SKD1-13/6   

1400 SKD1-14/6   SKD1-14/6   

 3 doors    

1500 SKD1-15/6   SKD1-15/6   

Optional extras  
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Standard height 600 mm, can be modified 

upon the request of customer.  

Wall-mounted cabinet  

with sliding doors  

Height-adjustable shelf  

Additional shelf  

Code: SH 

Built-in metal handle  

Standard version  

Optional extras  

     Depth D, mm 

300 400 

  Length L, 

mm  

Model Model 

 2 doors    

1000 SKD2-10/6  SKD2-10/6  

1100 SKD2-11/6  SKD2-11/6  

1200 SKD2-12/6  SKD2-12/6  

1300 SKD2-13/6  SKD2-13/6  

1400 SKD2-14/6  SKD2-14/6  

1500 SKD2-15/6  SKD2-15/6  
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Standard height 1800 mm, can be modified 

upon the request of customer.  

   Depth D, мм 

300 400 500 600 

 Length L, 

mm 

Model Model Model Model 

Quantity of shelves -4 pcs 

700 ST4-07/3   ST4-07/4   ST4-07/5   ST4-07/6   

800 ST4-08/3   ST4-08/4   ST4-08/5   ST4-08/6   

900 ST4-09/3   ST4-09/4   ST4-09/5   ST4-09/6   

1000 ST4-10/3   ST4-10/4   ST4-10/5   ST4-10/6   

1100 ST4-11/3   ST4-11/4   ST4-11/5   ST4-11/6   

1200 ST4-12/3   ST4-12/4   ST4-12/5   ST4-12/6   

1300 ST4-13/3   ST4-13/4   ST4-13/5   ST4-13/6   

1400 ST4-14/3   ST4-14/4   ST4-14/5   ST4-14/6   

1500 ST4-15/3   ST4-15/4   ST4-15/5   ST4-15/6   

1600 ST4-16/3   ST4-16/4   ST4-16/5   ST4-16/6   

1700 ST4-17/3   ST4-17/4   ST4-17/5   ST4-17/6   

1800 ST4-18/3   ST4-18/4   ST4-18/5   ST4-18/6   

1900 ST4-19/3   ST4-19/4   ST4-19/5   ST4-19/6   

2000 ST4-20/3   ST4-20/4   ST4-20/5   ST4-20/6   

Welded  shelving  
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Welded shelving set  

Additional shelf  
Code: SH 

Standard version  

Optional extras  

Legs are made from the square tube with 

cross section 25x25 mm.  
Shelves are reinforced with   

strengthening ribs  
 

Height adjustable leg – 58 mm. 

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø100 mm 

Code: WS 
 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 

Code: WG 
 

Reinforced shelf.  
Maximum weight- 
120 kg 

Perforated shelf  

Code: PS 
 

Shelf is equipped with drain tray  

Code: SD 

Modular shelf  

Wire shelf  

Code: SG 

Code:SM 

Code: SF 
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Welded shelving  

for dishes storing and drying  

Standard height 1800 mm, can be modified 

upon the request of customer.  

    Depth D, mm 

400 500 600 700 

Length L 

mm  

   Model Model Model Model 

700 STK-07/4  STK-07/5  STK-07/6  STK-07/7  

800 STK-08/4  STK-08/5  STK-08/6  STK-08/7  

900 STK-09/4  STK-09/5  STK-09/6  STK-09/7  

1000 STK-10/4  STK-10/5  STK-10/6  STK-10/7  

1100 STK-11/4  STK-11/5  STK-11/6  STK-11/7  

1200 STK-12/4  STK-12/5  STK-12/6  STK-12/7  

1300 STK-13/4  STK-13/5  STK-13/6  STK-13/7  

1400 STK-14/4  STK-14/5  STK-14/6  STK-14/7  

1500 STK-15/4  STK-15/5  STK-15/6  STK-15/7  



63 

Additional shelf  

Code: SH 

Standard version  

Optional extras  

Legs are made from the square 

tube with cross section 25x25mm.  
Shelves are reinforced with   

strengthening ribs  
Height adjustable leg – 58mm. 

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø100 mm 

Code: WS 
 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 

Code: WG 
 

Perforated shelves  

 
Shelves are equipped with drain 

tray  

Welded shelving set  

for dishes storing and drying 
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Assembled shelving  

Standard height 1800 mm, can be modified upon the request of 

customer.  

    Depth D 

300 400 500 600 

 Length L   Model Model Model Model 

700 SST-07/3  SST-07/4  SST-07/5  SST-07/6  

800 SST-08/3  SST-08/4  SST-08/5  SST-08/6  

900 SST-09/3  SST-09/4  SST-09/5  SST-09/6  

1000 SST-10/3  SST-10/4  SST-10/5  SST-10/6  

1100 SST-11/3  SST-11/4  SST-11/5  SST-11/6  

1200 SST-12/3  SST-12/4  SST-12/5  SST-12/6  

1300 SST-13/3  SST-13/4  SST-13/5  SST-13/6  

1400 SST-14/3  SST-14/4  SST-14/5  SST-14/6  

1500 SST-15/3  SST-15/4  SST-15/5  SST-15/6  
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Additional shelf  

Code: SH 

Standard version 

Optional extras  

Shelves are reinforced with   

strengthening ribs  

Height adjustable leg – 58mm. 

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø100 mm 

Code: WS 
 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 

Code: WG 
 

Assembled shelving set 

Ease of assembly  

 

Perforated shelf  

Code: PS 
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Stand with telescopic slideways  

Dimensions, mm  Model 

455 GTL/045  

505 GTL/050  

555 GTL/055  

Standard version  Optional extras 

Frame is made from the square 

tube with cross section 25x25 mm.  

Height adjustable leg – 58 mm. 

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø100mm 

Code: WS 
 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100mm 

Code: WG 
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   Depth D, mm 

600 650 700 

 Length L, 

mm 

Model Model Model 

850 RS-200/6 RS-200/65 RS-200/7 

Standard height 850 mm, can be modified 

upon the request of customer.  

Assembled serving trolley 

Noise-absorbing rubbers for 

shelves  

Standard version  

Optional extras  

Ease of assembly  

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø100 mm 

Code: WS 
 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 

  
 

Code: RM 
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Transportation trolley  

   Depth  D, 

550 mm 

 Model   Length L, mm 

600 RT-6 

700 RT-7  

800 RT-8  

900 RT-9  

1000 RT-10  

1100 RT-11  

1200 RT-12  

Standard height 915 mm, can be modified 

upon the request of customer.  

91
5 

L 

Reinforced construction  

Safety rubbers  

Maximum shelf loading capacity 200kg 

Standard version  Optional extras  

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø100mm 

Code: WS 
 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 
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Trolley for dishwashing  

machine baskets  

   Depth D, mm 

550 

 Length L Model 

550 RTV-55 

Standard height 650 mm, can be modified 

upon the request of customer.  
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Size of dishwashing basket -

500х500 mm 

Standard version  Optional extras  

Frame is made from the square 

tube with cross section 25x25 mm.  

 

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø100 mm 

Code: WS 
 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 
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Trolley for plastics garbage bags  

   Depth D, mm 

415 

 Length L, mm Model 

415 RM415 

Standard height 750 mm, can be modified 

upon the request of customer.  

74
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Lid and pedal are made from 

stainless steel  

Welded construction is designed for 

plastic bags  

Standard version  Optional extras  

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø 50 mm 

 

Code: WS 
 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø- 50 mm 
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Z-shaped trolley  

for gastronorms 1/1 GN (325x530) 

Standard height 1730 mm, can be  modified upon the request of customer.  

 

17
3 

Trolleys storage enables the economy till 

80% of floor space  

Optional extras  

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø 50 mm 

Code: WS 
 

Standard version  

Frame is made from the square 

tube with cross section 25x25 mm.  

 

 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 

 
Depth D,  

530мм 

Length L, 

mm 

   

Model 

 

Slideways 

quantity 

Distance between 

slideways  

Size  

GN  

  
380 RZ11  11 144  

 

 

 

1/1 GN 

380 RZ14  14 111 

380 RZ16  16 96 

380 RZ18  18 85 

380 RZ30  30 74 

380 RZ40 40 37,5 



72 

Trolley for gastronorms  

    Depth D, mm 

670 

 Length L, 

mm 

Model   Height, 

H mm  

Additional information 

590 TFG-8-2/1  1000 Quantity 8x(2/1 530x650)  

590 TFG-15-2/1  1700  Quantity  15x(2/1 530x650)  

345 

590 TFG-10-1/1  1200 Quantity 10x(1/1 325x530)  

590 TFG-12-1/1  1400 Quantity 12x(1/1 325x530)  

590 TFG-15-1/1  1700 Quantity 15x(1/1 325x530)  

590 TFG-16-1/1  1800  Quantity  16x(1/1 325x530)  

590 TFG-17-1/1  1600 Quantity 17x(1/1 325x530)  

590 TFG-20-1/1  1800 Quantity 20x(1/1 325x530)  

Blocking system for trays 

Optional extras 

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø 50 mm 

Code: WS 
 

Code: TL 

Standard version  

Frame is made from the square 

tube with cross section 25x25 mm.  

 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 
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Trolley for confectionery trays 

    Depth D, mm 

420 

Length L, 

mm 

Model   Height H, 

mm  

Additional 

information 

Single trolley  

460 RTGS1-8  1000  Quantity 

 8x(600x400)  

460 RTGS1-10 1600 Quantity 

10x(600x400)  

460 RTGS1-11  1760 Quantity 

 11x(600x400)  

460 RTGS1-12 1700  Quantity 

 12x(600x400)  

460 RTGS1-14  1400 Quantity 

 14x(600x400)  

460 RTGS1-15 1700 Quantity 

 15x(600x400)  

460 RTGS1-16  1800 Quantity 

 16x(600x400)  

660 RTG1-8  1000  Quantity 

 8x(600x400)  

660 RTG1-10 1600 Quantity 

 10x(600x400)  

660 RTG1-11  1760 Quantity 

 11x(600x400)  

660 RTG1-12 1700  Quantity 

 12x(600x400)  

660 RTG1-14  1400 Quantity 

 14x(600x400)  

660 RTG1-15 1700 Quantity 

 15x(600x400)  

660 RTG1-16  1800 Quantity 

16x(600x400)  

Double trolley  

900 RTGS2 -20 1630 Quantity 

20x(600x400)  

1290 RTG2 -20 1630 Quantity 

 20x(600x400)  
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Trolley set for confectionery trays  

Blocking system for trays 

Optional extras  

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø 100 mm 

Code: WS 
 

Standard version  

Frame is made from the square 

tube with cross section 25x25 mm.  

 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 

 

Code: TL 
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Trolley for plastic trays  

   Depth D  

420 

 Length L   Model Height H Additional 

information 

540 RTP1-10   1700  Quantity 

10x(370x470)   

520 

750 RTP2-10X2   1700 Quantity 

20x(370X470)   

Standard version  

Frame is made from the square 

tube with cross section 25x25 mm.  

 

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100 mm 

 

 

Optional extras 

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø 100 mm 

Code: WS 
 

Finishing with wood chipboard 

 panels from three sides  

Code: DSP 
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Trolley for dishwashing machine 

cassettes  

    Depth D мм 

                                                    560 

 Length L, 

Mm 

Model Height H  Additional information 

560 RDW-5  1500  Quantity 5x(500x500)  

560 RDW-6  1800   Quantity 6x(500x500)  

560 RDW-8-200  1600   Quantity 8x(500x500)  

                   570 

570 RDW-8-170  1430   Quantity 8x(500X500)  

570 RDW-8-190  1530  Quantity 8x(500X500)  

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø100mm 

 

Standard version Optional extras 

Frame is made from the square 

tube with cross section 25x25mm.  

 

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø 100mm 

Code: WS 
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Trolley for trays 

   Depth D, mm 

720 

   Length L, 

mm  

Model Height H, mm Additional information 

610 STDV-1  900   Quantity 5x(2/1 650x530)  

Set of galvanic castors.  

2 pieces of castors with brakes  

Ø 50 mm 

 

 

Standard version Optional extras  

Frame is made from the square 

tube with cross section 25x25 mm.  

Set of stainless steel castors.  

2 pieces of castors with brakes  

Ø 50mm 

Code: WS 
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Cabinet  

  Depth D  

490мм 

Length L, 

mm  

Model 

400  GSS-1l  

800 GSS-2I  

1200 GSS-3I  

Standard height 1800 mm, can be modified 

upon the request of customer.  

Cabinet can be produced from stainless steel or steel  

painted with any RAL color.  

Shelves height is easy to change  

Lock 

Standard version  

Height adjustable legs – 40mm. 
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Cabinet with tapered top 

  Depth 

D,mm  

490 

Length L,  

mm  

Model  

400  EGS-1l  

800 EGS-2I  

1200 EGS-3I  

Shelves height is easy to change  

Lock 

Standard version 

Height adjustable legs – 40 mm. 

 

Standard height 1800 mm, can be modified upon the 

request of customer.  

Cabinet can be produced from stainless steel or steel  

painted with any RAL color.  
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Cabinet with sliding doors  

L D 

Length L, 
mm  

  

Depth D, mm  

600 700 

Model Model 

two-door  

800 SK2-80/6  SK2-80/7  

900 SK2-90/6  SK2-90/7  

1000 SK2-100/6  SK2-100/7  

1100 SK2-110/6  SK2-110/7  

1200 SK2-120/6  SK2-120/7  

1300 SK2-130/6  SK2-130/7  

1400 SK2-140/6  SK2-140/7  

1500 SK2-150/6  SK2-150/7  

1600 SK2-160/6  SK2-160/7  

1700 SK2-170/6  SK2-170/7  

Standard height 1800 mm, can be modified upon the 

request of customer.  

Cabinet can be produced from stainless steel or 

steel  painted with any RAL color.  

 

Built-in handle  

Shelves height is easy to change  

Lock  

Standard version  

Height adjustable legs – 40 mm. 
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Cabinet for housecleaner’s utensils  

  Depth D,  

490 mm 

Length L, 

mm  

Model  

800 AS1 

100 AS2  

Standard height 1800 mm, can be modified 

upon the request of customer.  

Cabinet can be produced from stainless steel or steel  

painted with any RAL color.  

 

Shelves height is easy to change  

Lock 

Height adjustable legs – 40 mm. 

Standard version  
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Wall-mounted rectangular exhaust hood 

Equipped with power unit  

Model DDM-7/7 airflow volume 1200 m³/hour   

Code: M1 
Model DDM-7/9 airflow volume 1800 m³/hour  

Code: M2 
 

Lighting 

Model L-1, exhaust hoods L 1000 - 1500mm 

Code: L1  
Model L-2, exhaust hoods L 1600 – 400mm 

Code: L2 
 

Standard height 450 mm, can be modified upon the request of customer.  

 

 Depth D, mm 

1000 1100 1200 

Length L, 

Mm 

Model Airflow  

m³/hour;  

Model Airflow  

m³/hour  

Model Airflow 

m³/hour;  

1000 GNPD-

100/100/45  

1000 GNPD-

100/110/45  

1000 GNPD-

100/120/45  

1000 

1100 GNPD-

110/100/45  

1000 GNPD-

110/110/45  

1000 GNPD-

110/120/45  

1000 

1200 GNPD-

120/100/45  

1000 GNPD-

120/110/45  

1000 GNPD-

120/120/45  

1000 

1300 GNPD-

130/100/45  

1000 GNPD-

130/110/45  

1000 GNPD-

130/120/45  

1000 

1400 GNPD-

140/100/45  

1000 GNPD-

140/110/45  

1000 GNPD-

140/120/45  

1000 

1500 GNPD-

150/100/45  

1500 GNPD-

150/110/45  

1500 GNPD-

150/120/45  

1500 

1600 GNPD-

160/100/45  

1500 GNPD-

160/110/45  

1500 GNPD-

160/120/45  

1500 

1700 GNPD-

170/100/45  

1500 GNPD-

170/110/45  

1500 GNPD-

170/120/45  

1500 

1800 GNPD-

180/100/45  

1500 GNPD-

180/110/45  

1500 GNPD-

180/120/45  

1500 

1900 GNPD-

190/100/45  

1500 GNPD-

190/110/45  

1500 GNPD-

190/120/45  

1500 

2000 GNPD-

200/100/45  

2000 GNPD-

200/110/45  

2000 GNPD-

200/120/45  

2000 

2100 GNPD-

210/100/45  

2000 GNPD-

210/110/45  

2000 GNPD-

210/120/45  

2000 

2200 GNPD-

220/100/45  

2000 GNPD-

220/110/45  

2000 GNPD-

220/120/45  

2000 

2300 GNPD-

230/100/45  

2000 GNPD-

230/110/45  

2000 GNPD-

230/120/45  

2000 

2400 GNPD-

240/100/45  

2000 GNPD-

240/110/45  

2000 GNPD-

240/120/45  

2000 

Optional extras 

Labyrinth filter  

Code: LF 
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Wall-mounted exhaust hood  

Standard height 450 mm, can be modified upon the request of customer.  

 

   Depth D, mm 

1100 1200 1200 1400 

Length L, 

mm 

  Model Airflow 

m³/hour;   

Model Airflow 

m³/hour;   

Model Airflow 

 m³/hour   

Model Airflow 

m³/hour;   

1000 GNPA-

100/110/45  

1000 GNPA-

100/120/45  

1000 GNCD-

100/120/45  

2000 GNCD-

100/140/45  

2000 

1100 GNPA-

110/110/45  

1000 GNPA-

110/120/45  

1000 GNCD-

110/120/45  

2000 GNCD-

110/140/45  

2000 

1200 GNPA-

120/110/45  

1000 GNPA-

120/120/45  

1000 GNCD-

120/120/45  

2000 GNCD-

120/140/45  

2000 

1300 GNPA-

130/110/45  

1000 GNPA-

130/120/45  

1000 GNCD-

130/120/45  

2000 GNCD-

130/140/45  

2000 

1400 GNPA-

140/110/45  

1000 GNPA-

140/120/45  

1000 GNCD-

140/120/45  

2000 GNCD-

140/140/45  

2000 

1500 GNPA-

150/110/45  

1500 GNPA-

150/120/45  

1500 GNCD-

150/120/45  

3000 GNCD-

150/140/45  

3000 

1600 GNPA-

160/110/45  

1500 GNPA-

160/120/45  

1500 GNCD-

160/120/45  

3000 GNCD-

160/140/45  

3000 

1700 GNPA-

170/110/45  

1500 GNPA-

170/120/45  

1500 GNCD-

170/120/45  

3000 GNCD-

170/140/45  

3000 

1800 GNPA-

180/110/45  

1500 GNPA-

180/120/45  

1500 GNCD-

180/120/45  

3000 GNCD-

180/140/45  

3000 

1900 GNPA-

190/110/45  

1500 GNPA-

190/120/45  

1500 GNCD-

190/120/45  

3000 GNCD-

190/140/45  

3000 

2000 GNPA-

200/110/45  

2000 GNPA-

200/120/45  

2000 GNCD-

200/120/45  

4000 GNCD-

200/140/45  

4000 

2100 GNPA-

210/110/45  

2000 GNPA-

210/120/45  

2000 GNCD-

210/120/45  

4000 GNCD-

210/140/45  

4000 

2200 GNPA-

220/110/45  

2000 GNPA-

220/120/45  

2000 GNCD-

220/120/45  

4000 GNCD-

220/140/45  

4000 

2300 GNPA-

230/110/45  

2000 GNPA-

230/120/45  

2000 GNCD-

230/120/45  

4000 GNCD-

230/140/45  

4000 

2400 GNPA-

240/110/45  

2000 GNPA-

240/120/45  

2000 GNCD-

240/120/45  

4000 GNCD-

240/140/45  

4000 

Equipped with power unit  

Model DDM-7/7 airflow volume 1200 m³/hour   

Code: M1 
Model DDM-7/9 airflow volume 1800 m³/hour 

Code: M2 
 

Lighting 

Model L-1, exhaust hoods L 1000 – 1500mm 

Code: L1  
Model L-2, exhaust hoods L 1600 – 2400mm 

Code: L2 
 

Optional extras  

Labyrinth filter  

Code: LF 
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Island exhaust hood  

Standard height 450 mm, can be modified upon the request of customer.  

   Depth D, mm 

1200 1400 1600 1800 2000 

Length 

L, mm 

Model Aiflow 

m³/hour;   

Model Airflow  

m³/hour;   

Model Airflow 

m³/hour   

Model Airflow  

m³/hour;   

Model Aiflow 

 m³/hour;   

1000 GNCD-

100/120/45  

2000 GNCD-

100/140/45  

2000 GNCD-

100/160/45  

2000 GNCD-

100/180/45  

2000 GNCD-

100/200/45  

2000 

1100 GNCD-

110/120/45  

2000 GNCD-

110/140/45  

2000 GNCD-

110/160/45  

2000 GNCD-

110/180/45  

2000 GNCD-

110/200/45  

2000 

1200 GNCD-

120/120/45  

2000 GNCD-

120/140/45  

2000 GNCD-

120/160/45  

2000 GNCD-

120/180/45  

2000 GNCD-

120/200/45  

2000 

1300 GNCD-

130/120/45  

2000 GNCD-

130/140/45  

2000 GNCD-

130/160/45  

2000 GNCD-

130/180/45  

2000 GNCD-

130/200/45  

2000 

1400 GNCD-

140/120/45  

2000 GNCD-

140/140/45  

2000 GNCD-

140/160/45  

2000 GNCD-

140/180/45  

2000 GNCD-

140/200/45  

2000 

1500 GNCD-

150/120/45  

3000 GNCD-

150/140/45  

3000 GNCD-

150/160/45  

3000 GNCD-

150/180/45  

3000 GNCD-

150/200/45  

3000 

1600 GNCD-

160/120/45  

3000 GNCD-

160/140/45  

3000 GNCD-

160/160/45  

3000 GNCD-

160/180/45  

3000 GNCD-

160/200/45  

3000 

1700 GNCD-

170/120/45  

3000 GNCD-

170/140/45  

3000 GNCD-

170/160/45  

3000 GNCD-

170/180/45  

3000 GNCD-

170/200/45  

3000 

1800 GNCD-

180/120/45  

3000 GNCD-

180/140/45  

3000 GNCD-

180/160/45  

3000 GNCD-

180/180/45  

3000 GNCD-

180/200/45  

3000 

1900 GNCD-

190/120/45  

3000 GNCD-

190/140/45  

3000 GNCD-

190/160/45  

3000 GNCD-

190/180/45  

3000 GNCD-

190/200/45  

3000 

2000 GNCD-

200/120/45  

4000 GNCD-

200/140/45  

4000 GNCD-

200/160/45  

4000 GNCD-

200/180/45  

4000 GNCD-

200/200/45  

4000 

2100 GNCD-

210/120/45  

4000 GNCD-

210/140/45  

4000 GNCD-

210/160/45  

4000 GNCD-

210/180/45  

4000 GNCD-

210/200/45  

4000 

2200 GNCD-

220/120/45  

4000 GNCD-

220/140/45  

4000 GNCD-

220/160/45  

4000 GNCD-

220/180/45  

4000 GNCD-

220/200/45  

4000 

2300 GNCD-

230/120/45  

4000 GNCD-

230/140/45  

4000 GNCD-

230/160/45  

4000 GNCD-

230/180/45  

4000 GNCD-

230/200/45  

4000 

2400 GNCD-

240/120/45  

4000 GNCD-

240/140/45  

4000 GNCD-

240/160/45  

4000 GNCD-

240/180/45  

4000 GNCD-

240/200/45  

4000 

Equipped with power unit  

Model DDM-7/7 airflow volume 1200 m³/hour   

Code: M1 
Model DDM-7/9 airflow volume 1800 m³/hour 

Code: M2 
 

Lighting  

Model L-1, exhaust hoods L 1000 – 1500mm 

Code: L1  
Model L-2, exhaust hoods L 1600 - 2400mm 

Code: L2 
 

Optional extras  

Labyrinth filter  

Code: LF 
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Island V-shaped exhaust hood  

Standard height 450 mm, can be modified upon the request of customer.  

 Depth D, mm 

1000 1200 1400 1600 1800 2000 

Length L 

Mm 

Model Airflow  

m³/hour;   

Model Airflow  

m³/hour;   

 

  Model Airflow  

m³/hour;   

 

Model Airflow  

m³/hour;   

 

Model Airflow  

m³/hour;   

   

Model Airflow  

m³/hour;   

  

1000 GNCV-

100/100/45  

1000 GNCV-

100/120/45  

1000 GNCV-

100/140/45   

2000 GNCV-

100/160/45   

2000 GNCV-

100/180/45   

2000 GNCV-

100/200/45   

2000 

1100 GNCV-

110/100/45  

1000 GNCV-

110/120/45  

1000 GNCV-

110/140/45   

2000 GNCV-

110/160/45   

2000 GNCV-

110/180/45   

2000 GNCV-

110/200/45   

2000 

1200 GNCV-

120/100/45  

1000 GNCV-

120/120/45  

1000 GNCV-

120/140/45   

2000 GNCV-

120/160/45   

2000 GNCV-

120/180/45   

2000 GNCV-

120/200/45   

2000 

1300 GNCV-

130/100/45  

1000 GNCV-

130/120/45  

1000 GNCV-

130/140/45   

2000 GNCV-

130/160/45   

2000 GNCV-

130/180/45   

2000 GNCV-

130/200/45   

2000 

1400 GNCV-

140/100/45  

1000 GNCV-

140/120/45  

1000 GNCV-

140/140/45   

2000 GNCV-

140/160/45   

2000 GNCV-

140/180/45   

2000 GNCV-

140/200/45   

2000 

1500 GNCV-

150/100/45  

1500 GNCV-

150/120/45  

1500 GNCV-

150/140/45   

3000 GNCV-

150/160/45   

3000 GNCV-

150/180/45   

3000 GNCV-

150/200/45   

3000 

1600 GNCV-

160/100/45  

1500 GNCV-

160/120/45  

1500 GNCV-

160/140/45   

3000 GNCV-

160/160/45   

3000 GNCV-

160/180/45   

3000 GNCV-

160/200/45   

3000 

1700 GNCV-

170/100/45  

1500 GNCV-

170/120/45  

1500 GNCV-

170/140/45   

3000 GNCV-

170/160/45   

3000 GNCV-

170/180/45   

3000 GNCV-

170/200/45   

3000 

1800 GNCV-

180/100/45  

1500 GNCV-

180/120/45  

1500 GNCV-

180/140/45   

3000 GNCV-

180/160/45   

3000 GNCV-

180/180/45   

3000 GNCV-

180/200/45   

3000 

1900 GNCV-

190/100/45  

1500 GNCV-

190/120/45  

1500 GNCV-

190/140/45   

3000 GNCV-

190/160/45   

3000 GNCV-

190/180/45   

3000 GNCV-

190/200/45   

3000 

2000 GNCV-

200/100/45  

2000 GNCV-

200/120/45  

2000 GNCV-

200/140/45   

4000 GNCV-

200/160/45   

4000 GNCV-

200/180/45   

4000 GNCV-

200/200/45   

4000 

2100 GNCV-

210/100/45  

2000 GNCV-

210/120/45  

2000 GNCV-

210/140/45   

4000 GNCV-

210/160/45   

4000 GNCV-

210/180/45   

4000 GNCV-

210/200/45   

4000 

2200 GNCV-

220/100/45  

2000 GNCV-

220/120/45  

2000 GNCV-

220/140/45   

4000 GNCV-

220/160/45   

4000 GNCV-

220/180/45   

4000 GNCV-

220/200/45   

4000 

2300 GNCV-

230/100/45  

2000 GNCV-

230/120/45  

2000 GNCV-

230/140/45   

4000 GNCV-

230/160/45   

4000 GNCV-

230/180/45   

4000 GNCV-

230/200/45   

4000 

2400 GNCV-

240/100/45  

2000 GNCV-

240/120/45  

2000 GNCV-

240/140/45   

4000 GNCV-

240/160/45   

4000 GNCV-

240/180/45   

4000 GNCV-

240/200/45   

4000 

Equipped with power unit  

Model DDM-7/7 airflow volume 1200 m³/hour   

Code: M1 
Model DDM-7/9 airflow volume 1800 m³/hour 

Code: M2 
 

Lighting  

Model L-1, exhaust hoods L 1000 - 1500 mm 

Code: L1  
Model L-2, exhaust hoods L 1600 - 2400 mm 

Code: L2 
 

Optional extras  

Labyrinth filter  

 Code: LF 
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Wall-mounted supply-extract  

exhaust hood  

Standard height 450 mm, can be modified upon the request of customer.  

 Depth D, mm  

1200 1400 

Length L, 

mm 

Model Airflow  

m³/hour;   

Model Airflow  

m³/hour;   

1000 GPPA-100/100/45  1000 GPPA-100/120/45  1000 

1100 GPPA-110/100/45  1000 GPPA-110/120/45  1000 

1200 GPPA-120/100/45  1000 GPPA-120/120/45  1000 

1300 GPPA-130/100/45  1000 GPPA-130/120/45  1000 

1400 GPPA-140/100/45  1000 GPPA-140/120/45  1000 

1500 GPPA-150/100/45  1500 GPPA-150/120/45  1500 

1600 GPPA-160/100/45  1500 GPPA-160/120/45  1500 

1700 GPPA-170/100/45  1500 GPPA-170/120/45  1500 

1800 GPPA-180/100/45  1500 GPPA-180/120/45  1500 

1900 GPPA-190/100/45  1500 GPPA-190/120/45  1500 

2000 GPPA-200/100/45  2000 GPPA-200/120/45  2000 

2100 GPPA-210/100/45  2000 GPPA-210/120/45  2000 

2200 GPPA-220/100/45  2000 GPPA-220/120/45  2000 

2300 GPPA-230/100/45  2000 GPPA-230/120/45  2000 

2400 GPPA-240/100/45  2000 GPPA-240/120/45  2000 

Equipped with power unit  

Model DDM-7/7 airflow volume 1200 m³/hour   

Code: M1 
Model DDM-7/9 airflow volume 1800 m³/hour 

Code: M2 
 

Lighting  

Model L-1, exhaust hoods L 1000 - 1500 mm 

Code: L1  
Model L-2, exhaust hoods L 1600 – 2400 mm 

Code: L2 
 

Optional extras  

Labyrinth filter  

Code: LF 
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Standard height 450 mm, can be modified upon the request of customer.  

   Depth D, mm 

1600 1800 2000 

Length L, 

mm 

Model Airflow  

m³/hour;   

Model Airflow  

m³/hour;   

 

Model Airflow  

m³/hour;   

 

1000 GPCA-

100/160/45  

2000 GPCA-

100/180/45  

2000 GPCA-

100/200/45  

2000 

1100 GPCA-

110/160/45  

2000 GPCA-

110/180/45  

2000 GPCA-

110/200/45  

2000 

1200 GPCA-

120/160/45  

2000 GPCA-

120/180/45  

2000 GPCA-

120/200/45  

2000 

1300 GPCA-

130/160/45  

2000 GPCA-

130/180/45  

2000 GPCA-

130/200/45  

2000 

1400 GPCA-

140/160/45  

2000 GPCA-

140/180/45  

2000 GPCA-

140/200/45  

2000 

1500 GPCA-

150/160/45  

3000 GPCA-

150/180/45  

3000 GPCA-

150/200/45  

3000 

1600 GPCA-

160/160/45  

3000 GPCA-

160/180/45  

3000 GPCA-

160/200/45  

3000 

1700 GPCA-

170/160/45  

3000 GPCA-

170/180/45  

3000 GPCA-

170/200/45  

3000 

1800 GPCA-

180/160/45  

3000 GPCA-

180/180/45  

3000 GPCA-

180/200/45  

3000 

1900 GPCA-

190/160/45  

3000 GPCA-

190/180/45  

3000 GPCA-

190/200/45  

3000 

2000 GPCA-

200/160/45  

4000 GPCA-

200/180/45  

4000 GPCA-

200/200/45  

4000 

2100 GPCA-

210/160/45  

4000 GPCA-

210/180/45  

4000 GPCA-

210/200/45  

4000 

2200 GPCA-

220/160/45  

4000 GPCA-

220/180/45  

4000 GPCA-

220/200/45  

4000 

2300 GPCA-

230/160/45  

4000 GPCA-

230/180/45  

4000 GPCA-

230/200/45  

4000 

2400 GPCA-

240/160/45  

4000 GPCA-

240/180/45  

4000 GPCA-

240/200/45  

4000 

Equipped with power unit  

Model DDM-7/7 airflow volume 1200 m³/hour   

Model DDM-7/9 airflow volume 1800 m³/hour 

Lighting  

Model L-1, exhaust hoods L 1000 - 1500 mm     

Model L-2, exhaust hoods L 1600 - 2400 mm 

Optional extras 

Island supply-extract exhaust hood  

Labyrinth filter  

Code: LF 
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Hoods connection diagram  

GNCD/GNCV 

GPPA 

Length L, mm Inlet pipe, D  

1000 - 1400  Ø200  

1500 - 1900  Ø250  

2000 - 2400  Ø315  

  Length L, 

mm 

  Inlet pipe, D1 Inlet pipe, 

  D mm 

1000 - 1400  Ø125  Ø200  

1500 - 1900  Ø125  Ø250  

2000 - 2400  Ø160  Ø315  

 Length, L Inlet pipe,  D 

1000 - 1400  Ø315  

 Length, L Inlet pipe, D  

1500 - 1900  Ø250  

2000 - 2400  Ø315  

GNPA/GNPD 

GNCD/GNCV 
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Hoods connection diagram  

GPCA 

  Length L, 

Mm 

Inlet pipe, 

 D1 

Inlet pipe, 

 D mm 

1000 - 1400  Ø160  Ø315  

GPCA 

   Length L, 

mm 

  Inlet pipe, 

 D1 

 Inlet pipe,  

 D mm 

1500 - 1900  Ø160  Ø315  

1900 - 2000  Ø125  Ø315  
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Floor drains  

 Model  Length L,  

mm 

   Depth D, 

mm 

Height H, 

mm 

OH2020  205 205 170 

OH3030  305 305 170 

OH4040  405 405 170 

OH6040  605 405 170 

OH5050  505 505 170 

OH8060  805 605 170 

 Model    Length L, 

mm 

 Depth D, 

mm 

   Height H, 

mm 

OV2020  205 205 170 

OV3030  305 305 170 

OV4040  405 405 170 

OV6040  605 405 170 

OV5050  505 505 170 

OV8060  805 605 170 

   Model  Length L, 

mm 

   Depth D, 

mm 

 Height H, 

mm 

OHU30100  305 1005 170 

OHU30150  305 1505 170 

OHU30200  305 2005 170 

OHU40100  405 1005 170 

OHU40150  405 1505 170 

OHU40200  405 2005 170 

OHU50100  505 1005 170 

OHU50150  505 1505 170 

OHU50200  505 2005 170 

 Model    Length L, 

mm 

 Depth D, 

mm 

   Height H, 

mm  

OHU30100  305 1005 170 

OHU30150  305 1505 170 

OHU30200  305 2005 170 

OHU40100  405 1005 170 

OHU40150  405 1505 170 

OHU40200  405 2005 170 

OHU50100  505 1005 170 

OHU50150  505 1505 170 

OHU50200  505 2005 170 

 

Removable grid and filter are made from stainless steel. 

Outlet siphon diameter – 108 mm. 
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Floor drains  

 Model  Length L, 

mm 

   Depth D, 

mm 

Height H,  

mm 

OHU2020N  205 205 170 

OHU3030N  305 305 170 

OHU4040N  405 405 170 

OHU6040N  605 405 170 

OHU5050N  505 505 170 

OHU5080N  805 505 170 

OHU8060N  805 605 170 

   Model  Length L, 

mm 

   Depth D, 

mm 

 Height H, 

mm 

OHU30100N  305 1005 170 

OHU30150N  305 1505 170 

OHU30200N  305 2005 170 

OHU40100N  405 1005 170 

OHU40150N  405 1505 170 

OHU40200N  405 2005 170 

OHU50100N  505 1005 170 

OHU50150N  505 1505 170 

OHU50200N  505 2005 170 

 

Removable grid and filter are made from stainless steel. 

Outlet siphon diameter – 108 mm. 
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Multi-purpose stand   

for convection ovens Lainox and Rational 

LAINOX 

Model   Length L, 

mm 

 Depth D, 

mm 

  Height H, 

mm 

COEN061 510 648 860 

COEN101 510 648 710 

CVEN061 875 525 910 

RATIONAL  

NAEV071  875 725 860 

NAEV101 930 725 710 

Reinforcement height of the table from floor - 150 mm. 

Stand can be produced for any heating equipment 

upon advanced order. 
 

Recommended stand sizes  
 

L = L + 100 mm  

D = D + 100 mm 
 

 

 

D 
L 

Standard version  

Legs and reinforcement are made 

from the square tube with cross 

section 25x25 mm.  

Reinforcement height of the table 

from floor 200 mm. 

 

Height adjustable leg – 58 mm. 
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Stand for dishwashing machine  

40
0 

10
0 

Antislipping angles  

Optional extras 

Reinforced adjustable 

legs  

Model   Length L,  

mm 

 Depth D, 

mm 

  Height H, 

mm 

DWS-60 
 

600 600 400 

Legs and reinforcement are made 

from the square tube with cross 

section 25x25 mm.  

Reinforcement height of the table 

from floor 200 mm. 

 

Height adjustable leg –  58mm. 

Standard version  
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Hand sinks  

Length L 

Width D  

400 mm 
  Model 

450 mm RZZ-40 

25
0 

• Upstand height – 50 mm; 

• Hand sink sizes -325x300x200 mm;  

• The set includes wall fittings. 

25
0 

20
0 

Length L 

Width D  

400 mm 
  Model  

400 mm RZA-40  

• Rear upstand height- 250 mm; 

• Hand sink sizes -325x300x200 mm 
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Hand sinks 

Length L 

 Width D  

400 mm 
  Model 

450 mm RSZ-40  

• Upstand height -50 mm; 

• Hand sink sizes- 325x300x200 mm;  

• The set includes profiles for fixation to the wall; 

• Sensor, activated by mixer taps;  

• Connection to cold and hot water; 

• Mechanical adjustment of temperature and water flow; 

• The set includes accumulator 2CR5 6V. 

Length  L 

Width D  

400 mm 
  Model 

450 mm RKZ-40  

• Upstand height – 30 mm; 

• Hand sink sizes -325x300x200 mm;  

• The set includes profiles for fixation to the wall;;  

• Water turning on is activated by knee; 

• Connection to cold or premixed water. 
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Additional information can be found: 

www.vitrum.lv  

  

Follow us on social networks:  

www.facebook.com/vitrumgroup  

 Twitter: @VitrumG  

 

 

Our address: 

G. Astras street 3A, 

Riga, LV-1084, Latvia 

Phone.: (+371) 67802384 

E-mail: info@vitrum.lv  

 

Contact information  


